From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: #42 magnet wire? 

Message-ID: <1997May27.161717-0500@spike.vuse.vanderbilt.edu> 


Looking for some #42 magnet wire. This is to rewind coils ona 
Radiola 100 speaker. The stuff mikes to 2.4-2.5 mils, and #40 is 3.1 
mils, so I guess it's 42. Trouble is, no one seems to have it in 
their catalog. Got any, Surplus Al? 


thanks A. B. Bonds 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "Ray Allen,W2KBR" <raallen@erols.com> 

Subject: 100Khz xtal 

Message-ID: <338B171F.3E76@erols.com> 


Groups: 
Need a 100Khz xtal for my calibrator, plug in type typical of 
Heath and others...anybody?? 


Ray Allen, W2KBR/3 
8303 Grainfield Rd. 
Severn, MD. ,21144-2331 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "Freeberg, Scott (STP)" <qc01870@stp03.guidant.com> 
Subject: 3B28 Direct Replacement for 866? 

Message-ID: <199705271848 .NAA16972@inetgw.stp.guidant.com> 


I need to replace a rectifier tube in my Johnson Valiant transmitter. I 
recall seeing some discussion a few weeks ago about using 3B28s but do 
not recall all the information. Is the 3B28 a direct replacement for the 
866? Thanks, 


Scott WAQWFA, St. Paul Minnesota 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Ken Gordon <keng@uidaho.edu> 


Subject: Re: 3B28 Direct Replacement for 866? 
Message-ID: <Pine.BSF.3.95.970527121615 .20391A-100000@piobaire.mines.uidaho.edu> 


On Tue, 27 May 1997, Freeberg, Scott (STP) wrote: 


I need to replace a rectifier tube in my Johnson Valiant transmitter. I 
recall seeing some discussion a few weeks ago about using 3B28s but do 
not recall all the information. Is the 3B28 a direct replacement for the 
866? Thanks, 


VV VV Vv 


Yes, but you shouldn't try to use one 866 with one 3828. Do them in pairs. 


Ken W7EKB 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Sandy W5TVW <ebjr@worldnet.att.net> 

Subject: Re: 3B28 Direct Replacement for 866? 

Message-ID: <19970527202829 . AAA2733@LOCALNAME> 


At 07:51 PM 5/27/97 +0000, you wrote: 

> 

>I need to replace a rectifier tube in my Johnson Valiant transmitter. I 
>recall seeing some discussion a few weeks ago about using 3B28s but do 
>not recall all the information. Is the 3B28 a direct replacement for the 
>866? Thanks, 

> 

>Scott WAQWFA, St. Paul Minnesota 

> 

Yes, yes, yes! They are not pciky about having to be aged as the 866 is! 
73, 

E. V. Sandy Blaize, W5TVW 

"Boat Anchors collected, restored, repaired, traded and used!" 

417 Ridgewood Drive, 

Metairie, LA., 70001 

ebjr@worldnet.att.net 

*xLooking for: 860 tubes, WL-460 tubesxx 

xxButternut HF2V antenna, G-R test gear.................-2-- KKK 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Ken Gordon <keng@uidaho.edu> 
Subject: ARR-641... 


Message-ID: <Pine.BSF.3.95.970527143238 .21856B-100000@piobaire.mines.uidaho.edu> 


has anyone seen one of these ? If so, what did you think of it ? Are they 
still available from somewhere ? What would be an appropriate price for 
one ? My thinking is that they were an aircraft, lightweight version of 
the R-390A with a 500 kc IF. Am I way off here ? 


Thanks. 

Kenneth G. Gordon W7EKB College of Mines and Earth Resources 
226 N. Washington St. //oxr// University of Idaho 

Moscow, Idaho 83843 Moscow, Idaho 83844 

(208) -882-8745 (208) -885-6133 


Great Highland Pipes, Amateur Radio, Electronic Consulting, Home-Schooling 
Traditional Roman Catholic 


My PGP Public Key Upon Request. 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "Shaun P. Merrigan" <smerriga@compusmart.ab.ca> 

Subject: BC-375E Manuals available 

Message-ID: <338B5520.78F787BD@compusmart.ab.ca> 


For those who are interested, I have finished 
working on the BC-375E manual (T.O. 08-10-139). 


Email me for more information about this, and my 
other high quality manuals. 


Thanks. 


Shaun Merrigan 


Shaun P. Merrigan 

Electrical Engineering Student 
University of Alberta 
Edmonton, Alberta 

Canada 
smerriga@compusmart.ab.ca 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 


From: jackiv@juno.com (John M Iverson) 
Subject: Re: Blown Diodes 
Message-ID: <19970526.200453 .3350.0.jackiv@juno.com> 


walter- what i have used in many of these are the 1n4007 a 1kv @ amp. 
usually two in series for each leg . if you wish put a 470k resistor 
across each diode to help balance th prv. it works. 1N4007 will run at 
not more than 25 cents each. I usually buy them in 100 lots at 7 to 9 
cents each it depeends on your market area 


73 jackiv@juno.com KOEWU 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "Walter Fairclough" <wfairclo@netcom.ca> 

Subject: Re: Blown Diodes 

Message-ID: <199705271203 .IAA12439@tor-srs1.netcom.ca> 


Thanks to all that responded to my request. Received many useful 
suggestions. 


Regards 


Walter Fairclough 
Manotick, Ontario 
wfairclo@netcom.ca 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "Allan Fritsche" <fritsche@msn.com> 

Subject: Blue glow 

Message-ID: <UPMAILO3.199705272249550413@msn.com> 


Hey Gang, a lot of the folks recommend the 3B28 rect for replacing the little 
866's. I will admit that it is a wise decision, but what about the Blue Glow 
from the 866's and the infernal knock of a Valiant when keyed. 

THE 866'S HAVE CLASS, LIKE NO OTHERS. 

Crap, and I'am not even a Ham , but love my dummmy load. 

Al 

fritsche@msn.com 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Ed Tanton <n4xy@bellsouth.net> 
Subject: Re: Blue glow 


Message-ID: <3.0.1.32.19970527201150 .009fa400@mail.atl.bellsouth.net> 


Yeah... I miss it too... and the explosions when you don't wait long enough 
for ‘em to warm up in the morning are kinda neat too!!! 


At 10:48 PM 5/27/97 UT, Allan Fritsche wrote: 

>Hey Gang, a lot of the folks recommend the 3B28 rect for replacing the 
little 

>866's. I will admit that it is a wise decision, but what about the Blue Glow 
>from the 866's and the infernal knock of a Valiant when keyed. 

>THE 866'S HAVE CLASS, LIKE NO OTHERS. 

>Crap, and I'am not even a Ham , but love my dummmy load. 


>Al 

>fritsche@msn.com 

> 

> 

72/73 

Ed Tanton N4XY ~~~ EMAIL: nd4xy@bellsouth.net 

189 Pioneer Trail 

Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 

ORP-ARCI #7663. G-ORP #6779 OK-QRP #172  QRP-L #758 

AdvRC #140 NORCAL #1779 NCDXF SEDXC 
Life Member: ARRL AMSAT INDEXA QCWA 


INTERESTS: DX  QRP BoatAnchors Test Equipment Photography 
CW: 99.9% QRP: 95-100% (Mood swings!) Mercury Paddle #0214 


"Think you can, think you can't: either way you're right!" Henry Ford 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: JONWEINER@aol.com 

Subject: Boatanchors stumpped? 

Message-ID: <970526213103_-731159302@emout17.mail.aol.com> 


Two requests for info on a 1953 Boulevard Electronics receiver have drawn 
blank stares. Doesn't anyone know about it? 11 tubes, 6 bands, RME dial, and 
it came only in kit for for $59.95. Looks better than most RX's at 3-4 times 
the price (uses air trimmers for all adjustments). 


Also have a little Heathkit 100kc calibrator model HD-20. Anyone know what 
kind of battery it takes? Has snaps like a regular 9V, but they are on both 
ends of a cylindrical holder (smaller than C size). 


Jon, K1IVVC 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Brian.Harris@sv.sc.philips.com (Brian Harris) 

Subject: Connector ID help/info 

Message-ID: <QQ029BEF.1914@scs.philips.com> 


I am looking for two each of the connectors I crudely detailed below. In 
looking at my B&W 5100B, which has plug-in modules, I noticed the plugs used 
on some of the modules are of the same family. 


If any of you B&W 5100/B owners happen to know what manufacturer made these 
connector types I would appreciate it if you would let me know. These are 
the only things holding me up from getting the Cosmophone 1000 on the air. 


They are males, with five pins. They look like a big brother to a DIN plug 
(diagram below). The connector body is round and made of plastic. 


Side View Top View (pin side) 
->|--5/8"---|<- 
Pins are ee | fe) fe) 
3/8" long --> || | Il > ) < 
--------- --- 0 0 
ee eee |} _. <-) =5/32" 
ssssss======= — <- 1/16" A 
[\crctiyatag een |} <-) 3/32" ->| |<- 
1/4" 


The small flange that protrudes from the main connector body has three half 
circle cutouts in its perimeter. The position of these cutouts is indicated 
by the carats in the Top View drawing. One of these connectors is used 
elsewhere on the transceiver and it has no shell and also no manufacturer's 
markings. If anyone has insight as to who made this connector, what part 
number it might be or, in my wildest dreams, happen to have two of them you 
don't need, I will be forever grateful. 


Brian Harris - WA5UEK - The Cosmophone Collector 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Philip Mills <pmills@A.crl.com> 

Subject: FS: 75A4 Mech. filter 

Message-ID: <3.0.1.32.19970527090210.0069f8b4@a.crl.com> 


I have a Collins mechanical filter for the 75A4, 500 cycle, that 
no longer have need of....price is $185 which includes UPS 3-day 
air shipment in U.S. 


thanks & 73, 
Phil 


Phil Mills 
pmills@a.crl.com 
281-992-5762 days 
Friendswood, TX 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: heimbach <heimbach@concentric.net> 

Subject: Heath DX-40 Tube Complement ??? 

Message-ID: <338B6BAB.5F5B@concentric.net> 


Gentlemen and ladies, 


I've come by a DX-40, sans manual, and would like to verify the tube 
complement. Mine has: 


2 - 6CL6's 
1 - 6DE7 

1 - 6146B 
1 -5U4GB 

1 -12AT7 


I wonder if the 12AT7 should be a 12AX7? Someone long ago scribed the 
chassis to that effect. 


Thanks for your help. 
Karl Heimbach - W5QJ 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: provero@connix.com 

Subject: HF-DF Antenna (r-725,Wullenwebber, Elephant Cage) 
Message-ID: <199705270121.VAA15456@comet.connix.com> 


For the info of those interested in such things: 
Check out the June 1997 National Geographic, page 93. 


Photo of an Okinawan demonstration with the "Elephant Cage" and 
Wullenwebber in the background. 


P.J. "Josh" Rovero home: provero@connix.com 
Meteorologist radio: KK1D 

Oceanographer work: rovero@sonalysts.com 
Curmudgeon-at-Large web: http: //www.connix.com/~provero/ 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 

From: "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com> 
Subject: HP 410C pegging meter - advice needed 

Message-ID: <9705271237 .AAQ0466@us2rmc.zko.dec.com> 


I have an HP-410C (hybrid) VTVM with a problem I have not been able to chase 
down. (It is certainly old enough to clasify as a boatanchor, and it also 
has a 12AT7 :-) I am looking for some advice as to how to proceed. 


The problem: when the unit is first turned on (with the -DC range), the 
meter pegs at the high end of the scale. (If the function switch is set 

to +DC it pegs to the low end of the scale.) After a minue or two warmup 
period, the meter pointer settles down (to the zero position) and the meter 
functions fine. 


According to the manual, the meter pegging may be due to a couple of bad 
coubling caps or a bad transistor. I checked the caps (on my TO-4 and 
Wavetek) and they appear to be good. I haven't yet checked the transistor, 
but I'd be a little surprised if it was bad; since it functions fine after 
warmup. 


Does this ring any bells with anyone? After the warmup the unit functions 
fine, but I'm worried the pegging meter may not be the best for it's health. 


73 


- Mark N1VQW 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: bdhall@ghg.net (Benjamin D. Hall) 

Subject: Re: HP 410C pegging meter - advice needed 

Message-ID: <3.0.32.19970527104010 .006996d4@mailman. ghgcorp.com> 


>I have an HP-410C (hybrid) VTVM with a problem I have not been able to chase 
>The problem: when the unit is first turned on (with the -DC range), the 
>meter pegs at the high end of the scale. (If the function switch is set 

>to +DC it pegs to the low end of the scale.) After a minue or two warmup 
>period, the meter pointer settles down (to the zero position) and the meter 
>functions fine. 


Hi Mark and list - this may well be normal behaviour. My HP 412A (fully 
vacuum tube) VTVM has the same behaviour - when powered up the needle drops 
low when in +, pegs high when in -, and does the same thing when turned off. 


Otherwise it works perfectly - and according to my Fluke 12 DMM it is in 
perfect calibration too. Nice unit. 


73 y'all, 

Ben 

Benjamin D. Hall - Junque collector extraordinaire. 
Located in Houston Texas. 

e-mail: BDHall@ghg.net 

web page: http://www. ghgcorp.com/bdhall 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: J P Taillebois <jpti@idirect.com> 

Subject: Info on SP-600 rcvr 

Message-ID: <199705270051.UAA20614@relief.idirect.com> 


Hi 


Any toughts on value and what i should be looking for in a Mint SP-600 


Jean Paul Taillebois Interest: 
Hallicrafter,Gonset,Johnson,Collins,Military 
radios and books. 


996 Greenlane Court 
Oshawa Ontario Canada 
L1K-2C6 

voice:905 723 1811 
paket: ve3jpt@ve3hqr 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: dick@merlin.libelle.com (Dick Flanagan) 

Subject: Info Wanted, Space-Matic Keyer 

Message-ID: <199705270115 .SAAQ05434@heather. greatbasin. com> 


(A copy of this message has also been posted to the following newsgroups: 
rec.radio.amateur.boatanchors) 


Twenty-five years ago a company called Data Engineering, Inc., in 
Springfield, VA, was selling what was touted as being the latest and 
greatest in morse keyers, their Space-Matic 21. This was long before 
memories and such, but it was iambic and had separate weight, speed and 
sidetone controls. 


I have one that is practically new, S/N 58. It was used for about two 
months and then packed away and never unpacked until yesterday. Any ideas 
what such a beastie would be worth today? 


On a related subject, does anyone have an original manual for this keyer? 
Enough for now, y'all have a nice week. Mercifully, it's a short one. :) 


73, Dick 
Dick Flanagan W60LD CFII Minden, Nevada 
Visit http://www.delphi.com/electronic/ 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: dfrancis@iex.net (Dexter Francis) 

Subject: Krylon Wrinkle & T-13 ?'s 

Message-ID: <v01520d02afb0d35aaa3d@[207.0.57.74]> 


Greetings all - 


Just wanted to report on my sucess with the Krylon Wrinkle black spray paint. 
The stuff works very well. I shot the housing for the RU-16 this weekend and 

it looks like new. The trick seems to be to really follow the directions on 

the can. (Surprise!) I applied three medium coats, with about 5 minutes between. 
The applied thickness has a direct relationship to the depth and spacing of the 
wrinkles. After a couple of hours, it looked very good. If it were possible to 
continuously rotate the enclosure while painting, you could get a very even coat 
in three overall applications. Otherwise I'd recommend just doing one face at 
at time, spraying with it flat, parallel to the ground, to avoid drips and runs. 


While were on the subject of wrinkled things. Does anyone have a schematic or 
manual for a T-13 transmitter? This one is in wrinkle grey, so it must be a 
later series unit. It also has no shelf on the back for a Dynamotor. If any 
one has any experience with these, I'd like to hear from you. 


I'd like to try it on 2 meters AM, so I'll need the xtal frequency formula and 
hook up info, etc. Was the input for a dynamic or carbon style microphone? 


Thanks in advance. 


-dt 


* CWest Tube Sales - P.0.B. 22443 SLC, UT 84122 * 
* http://www.usa.net/~dfrancis/CWest_Tube_Sales.html x 
* e-mail to: tubes@usa.net x 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Ed Tanton <n4xy@bellsouth.net> 

Subject: Re: Krylon Wrinkle & T-13 ?'s 

Message-ID: <3.0.1.32.19970527151357 .009£2a00@mail.atl.bellsouth.net> 


It is possible to rotate: easily. Get a plastic turntable from a kitchen 
supply counter at your grocery or K-Mart (Rubbermaid makes them for one) 
and sit it somewhere the unit to be painted can rotate 360 degrees. I also 
sit the TT on a small platform of 4 bricks and actually glue or otherwise 
fasten (double stick velcro) the bottom of the TT to the top of the 
bricks... keeps it from shifting around. Final thing to get a really tight, 
small, gorgeous wrinkle is to heat it... either set it outside on a very 
hot sunny day, or better, if the wife isn't home: turn the oven on to its 
lowest regular temp... preferably 125 degrees and you can almost see the 
magic. But it's gonna REALLY stink!!! And, if you get the temp too high 
it's sort of burn-it won't be good. But what a finish when you get it right!!! 


At 12:18 PM 5/27/97 -0600, Dexter Francis wrote: 

>Greetings all - 

> 

>Just wanted to report on my sucess with the Krylon Wrinkle black spray paint. 
>The stuff works very well. I shot the housing for the RU-16 this weekend and 
>it looks like new. The trick seems to be to really follow the directions on 
>the can. (Surprise!) I applied three medium coats, with about 5 minutes 
between. 

>The applied thickness has a direct relationship to the depth and spacing 

of the 

>wrinkles. After a couple of hours, it looked very good. If it were 
possible to 

>continuously rotate the enclosure while painting, you could get a very 

even coat 

>in three overall applications. Otherwise I'd recommend just doing one 

face at 

>at time, spraying with it flat, parallel to the ground, to avoid drips and 
runs. 

> 

>While were on the subject of wrinkled things. Does anyone have a 

schematic or 

>manual for a T-13 transmitter? This one is in wrinkle grey, so it must bea 
>later series unit. It also has no shelf on the back for a Dynamotor. If any 
>one has any experience with these, I'd like to hear from you. 

> 

>I'd like to try it on 2 meters AM, so I'll need the xtal frequency formula 
and 

>hook up info, etc. Was the input for a dynamic or carbon style microphone? 
> 

>Thanks in advance. 

> 

>-dt 


>k CWest Tube Sales - P.0.B. 22443 SLC, UT 84122 * 
>* http://www.usa.net/~dfrancis/CWest_Tube_Sales.html x 
>* e-mail to: tubes@usa.net x 


Ed Tanton N4XY EMAIL: n4xy@bellsouth.net 
189 Pioneer Trail 
Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 


QRP-ARCI #7663 G-QRP #6779 OK-QRP #172 QRP-L #758 


AdvRC #140 NORCAL #1779 NCDXF SEDXC 


Life Member: ARRL AMSAT INDEXA QCWA 


INTERESTS: DX  QRP BoatAnchors Test Equipment Photography 
CW: 99.9% QRP: 95-100% (Mood swings!) Mercury Paddle #0214 


"Think you can, think you can't: either way you're right!" Henry Ford 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "Roberta J. Barmore" <rbarmore@indy.net> 

Subject: Re: Krylon Wrinkle & T-13 ?'s 

Message-ID: <Pine.SUN.3.96.970527145019 .1184A-100000@indy2> 


Hi! 


Loved the suggestion about using a dimestore turntable for painting! 
It's a clever notion. 


As for baking paint, I've mentioned in the past there's a better way 
than using the oven, and it won't make the cookies taste funny, either: a 
large cardboard box and one or two heat lamps in porcelan sockets mounted 
on small electrical boxes sitting on the bottom of it. You can poke 
coat-hanger wire through to make a grid set items on or hooks to hang ‘em 
from, and if you're really fancy, a probe-type thermometer allows manual 
temperature control. You can pick up all the parts at the corner hardware 
store. 


It does xnot*x take huge amounts of heat to "bake" wrinkle-finish or 
spray-can enamel. My cardboard-box oven cooks at about 120F or less. It 
xisx a bit of a fire hazard, and should be used in a safe places where you 
can keep an eye on it. But it sure beats using my gas oven--never a good 
idea for paint! :) 

You do have to take care not to "Spot heat" wrinkle finishes--did some 
19" panels that are a lot more wrinkled in the center than at the ends, 
thanks to using one heat lamp in a small carton. It's also a good idea to 
let wrinkle finishes cool slowly after baking, as they can be prone to 
"checking" if cooled too rapidly. 


73, 
- - Bobbi 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Lenox Carruth <carruth@swbell.net> 

Subject: Re: Krylon Wrinkle & T-13 ?'s 

Message-ID: <338B67BB.73AB@swbell.net> 


I have had good results using a Black and Decker heat gun that I picked 
up at the hardware store. Even heating is not too difficult if you use 
long, overlapping strokes with the gun and keep it moving. 


I don't understand using the dime-store turntable since the rotation 
must be around a horizontal axis and all of the "lazy susan" type of 
turntables revolve about a vertical axis. Basically, you don't want any 
surface to remain vertical for long or the paint will run. This is 
unavoidable since the coats must be thick or it won't wrinkle properly. 
You need something like a BBQ spit. Any slow gear motor should work as 
long as you get the load balanced. Note that rotation is absolutely 
necessary on cylindrical objects like dynamotor cases. 


With a little practice, you can even "touch up" chipped spots on 
wrinkled panels. Try it first on something you don't want. I spray a 
little of the paint in a paper cup and apply successive coats with a 
small brush only in the chipped (bare metal) area, Then heat with the 
gun. Works well. The worst problem that I have had is getting too much 
paint - not too little. 


Lenox Carruth, Jr. Dallas, Texas 
Carruth@swbell.net 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: Excellent TCS-14 Transmitter and Mounting Plate, TBX, LS-3 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Ed Tanton <n4xy@bellsouth.net> 

Subject: Re: Krylon Wrinkle & T-13 ?'s 

Message-ID: <3.0.1.32.19970527200911.009feb10@mail.atl.bellsouth.net> 


Absolutely (too much paint is biggest problem)!!! But I don't understand 
the axis stuff: if you have what amounts to a plate that turns around, and 
you lay a panel on it, the panel face is looking at sky. Personally, if you 
will work at it you CAN get good enough to paint in ANY direction... (if ** 
I ** did BELIEVE ME anyone can!!) The big deal is not really the thickness 
of the coat, but timing between coats (as you pointed out) and I have a 
theory that the more you shock the paint at wrinkle time, the better. 


I tried a heat gun but was never able to achieve what I could with the 
oven. I even beat it with the Georgia sun right after lunch in the 90 plus 
degree summer. Nothing matches the application of even, consistent 
hot-everywhere-at-once air. But in the sun you have to turn a 3 dimensional 
(cabinet) object to assure heating on all sides. Back to the turntable. 


Also, the oven-cured paint jobs were extremely durable and hard. Because I 
really like wrinkle paint finishes, I have seriously considered building an 
infrared paint booth-but covering (for painting) and uncovering a bunch of 
infrared lamps seems like a real bummer. I DID buy 5 or 10 of those quartz 


strip tubes used in copiers with something of the sort in mind... but never 
have gotten to it. 

72/73 

Ed Tanton N4XY ~~~ EMAIL: n4xy@bellsouth.net 

189 Pioneer Trail 

Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 

QRP-ARCI #7663. G-QRP #6779 OK-QRP #172  QRP-L #758 

AdvRC #140 NORCAL #1779 NCDXF SEDXC 
Life Member: ARRL AMSAT INDEXA QCWA 


INTERESTS: DX  QRP BoatAnchors Test Equipment Photography 
CW: 99.9% QRP: 95-100% (Mood swings!) Mercury Paddle #0214 


"Think you can, think you can't: either way you're right!" Henry Ford 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: kenc@smartdocs.com (Ken Corwin) 

Subject: Re: R1155 Versus BC348 

Message-ID: <199705262355.QAA21651@warp10.smartlink.net> 


On May 21, Andre Guibert wrote: 


>...We had the BC348 in Photo Lancasters after the WW2 and the W.0. cursed 
>them... 


Why, exactly, Andre? 


Ken Corwin (kenc@smartdocs.com) Santa Clarita, Calif. 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 

From: Don Reaves <dr@cei.net> 

Subject: Re: R388 S/N 

Message-ID: <Pine.LNX.3.91.970526221322 .27290C -100000@kc5jh.reaves.net> 


Ronnie Hull said: 
Just noticed that my R388 is serial number 11 


sheesh.... probably still a beta-test when it 
left the plant!!! 


VV VV V 


I have the one just nine units later, and it still works well. Pretty good 
product life, don't ya think? I think that's part of what attracts us to 
these boatanchors - they can work as well now as they did 45 years ago. 


Don Reaves WA5BBS 
dr@cei.net 

46 Arbor Oaks Drive 
NLR, Arkansas 72120 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: JONWEINER@aol.com 

Subject: RE: Ranger I PTT 

Message-ID: <970527133129_156348366@emout17.mail.aol.com> 


Could anyone help me with info on how to add PTT to a Ranger I. Thanks. Jon, 
KIVVC 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: Dennis Gibbs <dgibbs@rational.com> 

Subject: RE: Report on West Friendship MD Hamfest 

Message-ID: <Q1BC6A0C.091A4680@dasher. rational .com> 


From: Paul Bernhardt[SMTP:bern@ppdu.nrl.navy.mil] 


>From memory the following were sold: 

> 

>5134 for $175 with manual in excellant condition 
>R390A for low $(?) 

>TBY for $100 

>DX-100 for $100 

>SB-101 w/power supply for $100 

>TCS for $150 (did not sell) 

>HQ-170 for $125 (did not sell) 


I also saw the following of interest: 


Collins R390 (Non-'A') excellent condition, $350 
R392, Excellent condition, $250 
TV-2B/U, Also excellent condition (This followed me home!) 


I also found a WWV receiver with built-in tuning scope. Seller claimed it worked 
well, but he pulled out the 455KHz crystal to get another receiver working. I 
picked this up for $5! 


Overall, not a bad fest considering it was threatening rain most of the time.... 


Dennis Gibbs 
dgibbs@rational.com 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: Jack Antonio WA7DIA <dia@intercomm. com> 

Subject: SBA-300-3 

Message-ID: <338A6282.3507@intercomm. com> 


Thanks for all the responses to my questions on the converter. 
73 


Jack Antonio WA7DIA 
Reno, Nevada 
dia@intercomm.com 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: James True <n5arw@ibm.net> 

Subject: Re: SBA-300-3 

Message-ID: <199705270554.FAA475416@out1. ibm.net> 


Jack 


> I picked up a Heath 6m converter model SBA-300-3. No documentation 
> of course, but its not too hard to figure out. I am left with a 
> couple of questions though. 


> 
> 1. Is this the converter meant to be used with the Mohawk receiver? 

> The crystal is 22 mc/s(no hertz spoken here!)So the math works out 

> to an IF of 28 mc/s. 

This converter was designed as a companion for the SB-300 receiver but will 
work with any RX that covers 10M. I covers 50-52 mc with the 22 mc xtal 
supplied. Can be used from 48-54 mc with other xtals. 


> 


> 2. What value of B+ voltage did Heath provide for this converter? 
> 


Power is normally provided by the SB-300 through a matching socket on the 
rear panel. Requirements are 130 vde at 12.5 ma and 6.3 vac at 815 ma. 


Pinout is #2&7 gnd; #1 6.3 vac; #3 130 vdc; #4 AGC voltage from receiver; 
#6&8 power for second converter passed through to the socket; #5 not used. 


Hope this helps. JT 


James True N5ARW EMail: james.true@ibm.net 
P.O. Box 13280 Voice: 501-851-8783 
Maumelle, AR 72113 Fax: 501-851-8784 


cc: boatanchors@sco.theporch.com 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: stevenn@ix.netcom.com (Steve M Fried) 

Subject: transmitter (with tubes, of course) 

Message-ID: <199705271242 .HAA13014@dfw-1ix4.ix.netcom.com> 


Looking for a matching transmitter for my HQ129X. 


Would like DX100, VikingII w/vfo, Viking Valiant I, 
or Collins 310 (2E26 final), or(?). Can purchase outright 
or trade Vibroplex bug from same or earlier time. 


73 


Steve K2PTS 
Schaumburg, Illinois 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: carl yaffey <cyaffey@sprynet.com> 

Subject: re: UPS inspecting packages 

Message-ID: <2.2.32.19970527164850.00bdaae4@m1.sprynet. com> 


I mailed a receiver via UPS today fully expecting them to open the box. All 
they did was ask if it was double-boxed. They also shook the box a bit - I 
guess to see if it was tightly packed. 

Carl 

Carl Yaffey; cyaffey@sprynet.com; 614 268 6353;, Columbus OH, K8NU (ex-W4EZB) 
Yaffey Software Development, Inc.; Banjo player for One Riot One Ranger. 


fam\\, ' ror 
| #===| | ==========7k «xx | 
Lead f 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Paul Bocci-CPBO0O7 <Paul_Bocci-CPBO07@email .mot.com> 
Subject: Valiant Parts 

Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS> 


Howdy Folks, 

I started cleaning up a nice looking Valiant over the week end and 
discovered, to my consternation that a previous owner had been into the VFO 
and had not quite gotten it back together again. 


Does anyone out there have a VFO top cover available from a parts radio? 
imagine the one from the Ranger is the same but am not certain. 


Thanks 


73 es ZUT 
Paul, KINO 
cpb00a7@email.mot.com 
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From owner-boatanchors@sco.theporch.com Tue May 27 00:03:04 1997 
From: "Dale N. Richardson" <aa5xe@cibola.net> 

Subject: Vibroplex ID 

Message-ID: <338A51B8.2A30@cibola.net> 


Hello All, 

I need some help with a Vibroplex Bug I got the other day. I don't 
know the model type. The base is chrome plated, and the handles are 
flat pieces of clear plastic. Other than that it looks like most of 
the other bugs I have seen. Any help would be appreciated. Thanks. 
Dale N. Richardson AA5XE 

email aa5xe@cibola.net 

http: //www2.cibola.net/~aa5xe 

http: //www2.cibola.net/~aa5xe/nmmars/ 

http: //www2.cibola.net/~aa5xe/mason/ 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Neal McEwen <nmcewen@metronet.com> 

Subject: Re: Vibroplex ID 

Message-ID: <199705271703 .AA07951@metronet.com> 


> I need some help with a Vibroplex Bug I got the other day. I don't 
> know the model type. The base is chrome plated, and the handles are 


Dale and others needing assistance IDing and dating a bug, 

Go to my web page shown below. Click on the On-Line Key ID, then 
fill out the form. With this info I can determine the model and 
year of manufacture. 


http: //www.metronet.com/~nmcewen/tel_off.html 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: n5dc@juno.com (Granville B. Lane IT) 

Subject: Wanted Cliff Dweller Antenna 

Message-ID: <19970527.070056.14374.0.n5dc@juno. com> 


Anyone still have a Cliff Dweller antenna in their invetory? I've gota 
manual for one, but looking for one that is operable or repaiable. 
281-358-0051 TKS de Jim, N5DC 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 

From: "Cheney,Charlie" <ccheney@foxboro.com> 

Subject: What is a "Woodpecker" 

Message-ID: <c=US%a=_%p=SCD%1=SCD/FOXBORO/00004A86@xchange_fox.foxboro.com> 


At a small flea this weekend there was an interesting wooden box about 8 
x 8 x 10 inches with a telegraph key on it and labelled "L. Matthews 
Woodpecker Telefault" and bearing patent dates of 1916 and 1918. The 
seller thought it was railroad related. Any ideas what this thing was 
used for? 


Thanks for any help. 


Charlie AA1HB 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: Richard Post <POST@ouvaxa.cats.ohiou.edu> 

Subject: What is difference SX-28 and SX-28A? 

Message-ID: <A5690ZWWAEUXVGx /R=OUVAXA/R=A1/U=POST /@MHS> 


Fellow bottle warmers, 


Managed to make it to New Jersey for Mother's Day (and the AWA swap meet at 
Schooley's Mountain). Picked up an unwashed SX-28 that turned out to be in 
very good to excellect cosmetics after the toothbrush/ GoJo beauty 
treatment. My Riders volume 16 and my manual copy cover the SX-28A but 
both picture the SX-28 (no A) front panel. Is this another case, like the 
S-27 dial on the S-36, where Halli, during the War years, just used the old 
front panel in early SX-28A's? Can I tell the difference by tube line-up? 
Do I have the SX-28A in disguise? What is the difference between the two 
models? 


Thanks es 73 de Rich KB8TAD <rpost1@ohiou.edu> 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: What is difference SX-28 and SX-28A? 

Message-ID: <1997May27.100655-0500@spike. vuse. vanderbilt. edu> 


In <A5690ZWWAEUXVG* /R=OUVAXA/R=A1/U=POST/@MHS>, Richard Post wrote: 

> 

>Managed to make it to New Jersey for Mother's Day (and the AWA swap meet at 
>Schooley's Mountain). Picked up an unwashed SX-28 that turned out to be in 
>very good to excellect cosmetics after the toothbrush/ GoJo beauty 
>treatment. My Riders volume 16 and my manual copy cover the SX-28A but 
>both picture the SX-28 (no A) front panel. Is this another case, like the 
>S-27 dial on the S-36, where Halli, during the War years, just used the old 
>front panel in early SX-28A's? Can I tell the difference by tube line-up? 
>Do I have the SX-28A in disguise? What is the difference between the two 
>models? 

> 

>From the documentation on both, I only perceive a difference in the 

part numbers of the coils in the rf cage. Thing is, very few 28A's 

were marked as such, most had "SX-28" on the front panel. Only way 

you can tell the difference is to cross check the numbers stamped on 

the coils. The business about "only 28A's have a fuse" is nonsense. 


A. B. Bonds 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: DDoonan@vines.etn.com 

Subject: WPE and WDX calls 

Message-ID: <0Q024nzlrlnzj.0020miiscqys@vines.etn.com> 


Hello gang, 


I'm a bit behind in my digest reading, but the WPE call thread is very 
interesting. 
Over the weekend, I found my WDX certificate. 

If memory serves me, back in 1970 Pop ‘Tronics came out with replacement 
calls 
with the WDX replacing the WPE prefix. Does any one remember these? 


73 de Dennis, KG9DO, WDX9FFD 


ex: NOVSL, WPE9FFD, KRJ2714 (sorry) 
ddoonan@vines.etn.com 
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From owner-boatanchors@sco.theporch.com Tue May 27 19:16:48 1997 
From: eb5agv@ctv.es 

Subject: WTD: SP-600,HC-10,SPC-10 units info 

Message-ID: <1.5.4.32.19970527130734.006b250c@192.168.0.1> 


Hello glowing bottle fans! 


As most of you probably know, I am collecting information about the 
Hammarlund SP-600 receivers (look at my WEB page for the already collected 
data; it is sorted bt JX model and then by serial number). Please, if you 
have one (or more, if you are lucky enoght ;-) !) of these receivers, take a 
look at the page and, if you don't find yours (or if there is any 
information to change or add), let me know. 


I am also looking for similar information for the HC-10 and SPC-10 
converters (now I have put only my unit in the new WEB page devoted to these 
ones) . 


Thanks for your feedback!. 


Best regards from Spain. 


73 JOSE V. GAVILA (EB5AGV / ECS5AAU) 
Ausias March 46, 15 
46910 Benetusser - VALENCIA 
SPAIN 


*kkk* PLEASE, VISIT MY HOME PAGE! xxxxx 


http://www. geocities.com/SiliconValley/6992/ 
e-mail: eb5agv@ctv.es & eb5agv@amsat.org 
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